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Ingredient Oral LD50,  
mg/kg 

Skin LD50,  
mg/kg 

Inhalation  
Vapor LD50,  

mg/L/4hr 

Inhalation 
Dust/Mist 

LD50,  
mg/L/4hr 

Inhalation 
Gas LD50,  

ppm 

HEXANOIC ACID, 2-ETHYL-, DIESTER WITH 
TETRAETHYLEN - (18268-70-7) 

No data 
available     

No data 
available     

No data 
available     

No data 
available     

No data 
available     

Triethylene glycol dimethacrylate - (109-16-0) 10,837.00, Rat - 
Category: NA    

No data 
available     

No data 
available     

No data 
available     

No data 
available     

Polyethylene - (9002-88-4) No data 
available     

No data 
available     

No data 
available     

No data 
available     

No data 
available     

Ptfe - (9002-84-0) No data 
available     

No data 
available     

No data 
available     

No data 
available     

No data 
available     

Amorphous fumed silica - (112945-52-5) 3,160.00, Rat - 
Category: 5    

No data 
available     

No data 
available     

No data 
available     

No data 
available     

 
Note: When no route specific LD50 data is available for an acute toxin, the converted acute toxicity point estimate 
was used in the calculation of the product's ATE (Acute Toxicity Estimate).  
 
 
Classification Category Hazard Description 
Acute toxicity (oral) --- Not Applicable 
Acute toxicity (dermal) --- Not Applicable 
Acute toxicity (inhalation) --- Not Applicable 
Skin corrosion/irritation 2  Causes skin irritation.  
Serious eye damage/irritation 2  Causes serious eye irritation.  
Respiratory sensitization --- Not Applicable 
Skin sensitization --- Not Applicable 
Germ cell mutagenicity --- Not Applicable 
Carcinogenicity --- Not Applicable 
Reproductive toxicity --- Not Applicable 
STOT-single exposure --- Not Applicable 
STOT-repeated exposure --- Not Applicable 
Aspiration hazard --- Not Applicable 

 
 

12. Ecological information 
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12.1. Toxicity 
No additional information provided for this product. See Section 3 for chemical specific data. 
Aquatic Ecotoxicity 
 

Ingredient 96 hr LC50 fish,  
mg/l 

48 hr EC50 crustacea,  
mg/l 

ErC50 algae,  
mg/l 

HEXANOIC ACID, 2-ETHYL-, DIESTER WITH 
TETRAETHYLEN - (18268-70-7) 

 Not Available   Not Available   Not Available     

Triethylene glycol dimethacrylate - (109-16-0)  Not Available   Not Available   Not Available     

Polyethylene - (9002-88-4)  Not Available   Not Available   Not Available     

Ptfe - (9002-84-0)  Not Available   Not Available   Not Available     

Amorphous fumed silica - (112945-52-5)  Not Available   Not Available   Not Available     

 
 
12.2. Persistence and degradability 
There is no data available on the preparation itself. 
12.3. Bioaccumulative potential 
Not Measured 
12.4. Mobility in soil 
No data available. 
12.5. Results of PBT and vPvB assessment 
This product contains no PBT/vPvB chemicals. 
12.6. Other adverse effects 
No data available. 
 

13. Disposal considerations 
   
13.1. Waste treatment methods 
Observe all federal, state and local regulations when disposing of this substance. 
 

14. Transport information 
   
  DOT (Domestic Surface 

Transportation) 
IMO / IMDG (Ocean 
Transportation) 

ICAO/IATA 

14.1. UN number Not Applicable Not Regulated Not Regulated 
14.2. UN proper shipping Not Regulated Not Regulated Not Regulated 
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name 
14.3. Transport hazard 
class(es) 

DOT Hazard Class: Not 
Applicable 
DOT Label: --- 

IMDG: Not Applicable 
Sub Class: Not Applicable 

Air Class: Not Applicable 

14.4. Packing group Not Applicable Not Applicable Not Applicable 

14.5. Environmental hazards 

IMDG Marine Pollutant: No  
14.6. Special precautions for user 
  No further information 
 

15. Regulatory information 
   
Regulatory Overview The regulatory data in Section 15 is not intended to be all-inclusive, only selected 

regulations are represented.   
Toxic Substance 
Control Act ( TSCA) 

All components of this material are either listed or exempt from listing on the TSCA 
Inventory.  

WHMIS Classification D2B   

US EPA Tier II Hazards Fire: No  
  Sudden Release of Pressure: No  
  Reactive: No  
  Immediate (Acute): Yes  
  Delayed (Chronic): No  

EPCRA 311/312 Chemicals and RQs:  
          (No Product Ingredients Listed) 

EPCRA 302 Extremely Hazardous :  
          (No Product Ingredients Listed) 

EPCRA 313 Toxic Chemicals:  
          (No Product Ingredients Listed) 

Proposition 65 - Carcinogens (>0.0%):  
          (No Product Ingredients Listed) 

Proposition 65 - Developmental Toxins (>0.0%):  
          (No Product Ingredients Listed) 

Proposition 65 - Female Repro Toxins (>0.0%):  
          (No Product Ingredients Listed) 

Proposition 65 - Male Repro Toxins (>0.0%):  
          (No Product Ingredients Listed) 
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N.J. RTK Substances (>1%) :  
          (No Product Ingredients Listed) 

Penn RTK Substances (>1%): 

 Ptfe  
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16. Other information 

   
The information and recommendations contained herein are based upon data believed to be correct. However, no 
guarantee or warranty of any kind, expressed or implied, is made with respect to the information contained herein. 
We accept no responsibility and disclaim all liability for any harmful effects which may be caused by exposure to our 
products. Customers/users of this product must comply with all applicable health and safety laws, regulations, and 
orders. 

The full text of the phrases appearing in section 3 is: 

H315 Causes skin irritation. 

H319 Causes serious eye irritation. 

H335 May cause respiratory irritation. 

 

 
This is the first version in the GHS SDS format. Listings of changes from previous versions in other formats 
are not applicable. 

The information on this material safety data sheet represents our current data and best opinion as to the proper use 
in handling of this product under normal conditions. Any use of the product which is not in conformance with this data 
sheet or which involves using the product in combination with any other product or any other process is the 
responsibility of the user. Specifically disclaims all warranties, express or implied, including warranties of merchantability

End of Document 
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